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Photo Name Model Function Application

Wireless Controller YR-H71 Indoor Unit Operating
 Standard for High Wall,
 Console, and optional for
 Cassette, Floor Ceiling, Ducted

Wired Controller YR-E17 Indoor Unit Operating and Group Control 
(Max. 16 Indoor Units) 

 Standard for Cassette, Floor
 Ceiling,  and Ducted. Optional
.for high wall

Wired Controller YR-E16 Indoor Unit Operating and Group Control 
(Max. 16 Indoor Units) 

 Standard for Cassette, Floor
Ceiling, and Ducted

Wireless Controller Receiver RE-02  Infrared Signal Receiver for Wireless
Controller Optional for Ducted

Compact Wired Controller YR-F02 Indoor Unit Operating and Group Control 
(Max. 16 Indoor Units) 

 Optional for Cassette, Floor
Ceiling, and Ducted

Small Central Controller YCZ-G001 Indoor Unit Operating and Group Control 
(Max. 32 Indoor Units) All Indoor Units

Touch Screen Central Controller YCZ-A004
 Indoor Unit Group Control and
Monitoring 
(Max. 256 Indoor Units) 

All Indoor Units

 Touch Screen Central Controller
Translator IGU05

Connection Between YCZ-A004
(or YCZ-G001) and  
Outdoor Unit

All Indoor Units

BacNet Translator IGU02 Protocol Translator All Indoor Units

 Central Controller With Monitor
Software HCM-01

 Indoor Unit Group Control and
Monitoring 
(Max. 400 Indoor Units) 

All Indoor Units

BacNet/IP Converter HCM-03  BacNet/IP 
 Protocol Converting All Indoor Units

BacNet/IP Converter HCM-04  BacNet/IP 
 Protocol Converting All Indoor Units

LonWorks Converter IGU07 LonWorks 
 Protocol Converting All Indoor Units

LonWorks Translator IGU06 Protocol adapter and data storage All Indoor Units
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